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SCIENTIFICOPTIONS & ACCESSORIES
For Environmental Rooms



Panel Options
Norlake Scientific environmental rooms are constructed of 
polyurethane insulated panels for superior temperature-retaining 
efficiency. Standard wall, floor and ceiling panels are four inches 
thick but five and six-inch thicknesses are available for certain 
applications. 

The standard metal finish is 26 gauge corrosion-resistant coated 
steel interior and exterior. Other options include:
• Stainless steel
• Smooth white galvanized steel
• Embossed galvanized steel
• Embossed painted aluminum 

We also offer custom colors for your environmental room.

LogiTemp® Plus Electronic Controller System
• Track room performance and adjust settings via internet
• Settings accessible through detachable tablet interface on 

control panel
• Reverse cycle defrost removes ice build-up in evaporator coils 

with the shortest defrost times while reducing defrost energy 
usage by up to 80%

• Patented design saves up to 27% more energy than an all-
mechanical system

• Demand Defrost technology initiates defrosts only as needed 
for further energy savings and increased product integrity

Control Panels
• Customized and fully programmable for the most precise control over operating 

parameters, including air temperature, humidity and lighting
• Controls integrate into existing building systems for more straightforward operation 
• Optional chart recorders keep a record of temperature and humidity performance

For applications such as blood plasma freezers, 
Norlake Scientific supplies five or six inch thick 
panels.
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Kick Plates
Protect doors and other 
panels from dents and 
scratches.

Ramps
Interior and exterior ramps
make it easy to enter and 
exit your room.

Other Ways to Customize Your Environmental Room

Structural Flooring
Designed to support an 
evenly distributed load of 
5000 lbs. 

Heavy-Duty Flooring
With a layer of foamed-in 
place plywood, supports 
lighter hand carts.

Security Latch With 
Electronic Strike
Controls access to your room 
and protects contents.

Push Bar Inside Release
Hands-free, effortless door 
opening. Requires security 
latch and electronic strike.

Foot Treadle  
Allows sanitary, hands-free 
door opening when your 
hands are full.

Viewport In Door
Allows a clear view of 
inside contents without 
opening door.

Additional LED Lighting
Provides substantial energy 
savings and increases light 
output.

Ultrasonic Humidifier
Conditions environments 
requiring up to 8 pounds of 
water per hour.

Ultraviolet Disinfection System 
Kills microorganisms such 
as bacteria, virus, mold and 
yeast.

Half Doors
Make it easy to access 
stored products without 
having to enter the room.
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Additional Options 
• Chart recorder 
• Condensing unit air deflector kit
• Duplex electrical outlets
• Diamond tread flooring
• Heater kit for cooler located outdoors in  

below 0˚C ambient
• Hi/Lo alarm
• Leak detector alarm  

(may be a requirement in some areas)
• 30" or 36" width door

NSF listed Chrome Kote™ Shelving Kits allow you to fully 
utilize your environmental room space.
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Refrigeration Systems 
• SciPak™ systems are self-contained with condensing unit 

and evaporator coil contained in a single housing with no 
floor drain required

• Remote systems are available in air or water-cooled models
• High quality components for added dependability and 

efficiency
• Optional redundant systems to protect against system 

failure due to weather or other conditions
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